
 

RUTHERFORD COUNTY BUILDING INSPECTIONS DEPARTMENT 
141 W. THIRD ST. 

RUTHERFORDTON, NC  28139 
(828) 287‐6035 

(828) 287‐6338—FAX 
 

INSPECTION OF A MANUFACTURED (MOBILE) HOME 
 
Permits must be obtained for the setup of the mobile home.  This will include the setup, electrical, 
plumbing, and mechanical (installation of heat system) inspections.  These items are most commonly 
missed, but this is not an all­inclusive list.  Call an inspector if you have questions. 
 
General items needed for inspection: 

• Soil Test Information Sheet‐‐on site or in our office‐‐This will be filed along with the permit and 
must be completed by a licensed mobile home setup contractor. 

• Factory Setup Manual‐Only for double‐wide or triple‐wide 
• Door must be unlocked 
• 911 Address must be posted 
• RC Health Department must have signed off on the installation of your septic system. 

 
Setup Inspection: 

• Footings (if applicable) before pouring 
• Marriage wall if double‐wide or triple‐wide 
• Tie downs 
• Foundation support 
• Grading under and around home 
• All porches/decks must be completed—including handrails on all sets of steps that exceed 30 

inches or at least 4 steps 
• Steps must be fully enclosed‐‐including riser boards. 
• Two (2) egress doors with steps or landing—must be at least 3 x 3 foot landing if main door opens 

out 
• Vertical pickets not more than 4 inches apart 

 
Electrical Inspection: 

• All electrical connections must be completed by a NC licensed electrical contractor or the 
homeowner (only if the homeowner is the occupant). 

• This inspection requires access to the service panel inside the home. 
 
Plumbing Inspection: 

• All plumbing connections must be completed by a NC licensed plumbing contractor or the 
homeowner (only if the homeowner is the occupant). 

• DWV (Drain‐Waste‐Vent) as outlined In “Plumbing Test Requirements” section 
• ABS/PVC (Black/white) pipe cannot be glued together. 

 



 
Mechanical Inspection: 
 

• Any heat pump, air conditioning, furnace, etc., that is not installed at the factory must be installed 
by a NC licensed mechanical contractor or the homeowner (only if the homeowner is the 
occupant). 

 
When your final inspection is completed, the inspector will release it to the water company (if applicable) 
and the electric company.  Be sure you have already made application with these companies. 
 
If you need a Certificate of Occupancy (CO), please contact our office and we will mail, fax, e‐mail, or you 
may pick this item up. 

 
Manufactured Home Plumbing Test Requirements 

 
The State of North Carolina requires that the drainage system of a newly installed manufactured home be 
tested for leakage.  Instructions for this follow: 
 

• Cap or insert an inflatable plug on the disconnected end or in an exterior cleanout. 
• Run approximately 2  inches of water  into  an upstream  tub  or  shower until  the  entire drainage 

system below the home is full. 
 
This test must be in place when the final inspection is called into our office.  The inspector will verify this 
test  along  with  the  proper  drainage  fittings  and  proper  hangers  on  the  building  drain.    The  water 
distribution system must also be in place during this inspection. 
 
Further questions may be directed to the plumbing inspector in your township.   
 
 


