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35-3/47 POROUS BED OF STONE 12" X 12" X 4—0”
[ __I |__2_3/4n FOR SUB GRADE DRAIN W/FILTER FABRIC
_ C— (MIRAFI 140N) OR EQUAL, OVERLAP 1 FT. AT TOP
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— VARIES OPENING IN WALL
L] [ [ VARIES 1| ™ approX. 4”
B
8" MAX. %E
5” MIN. R s : B RO
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'&\ ' E 3000 PSI CONCRETE 157 OR 18
|_ DIAMETER
SECTION — BB CATCH BASIN, CURB B FRONT VIEW SECTION SECTION A—A
FRAME & GRATE
A— ASSEMBLY
” ” ” SECTION — AA Either brick masonry, Class "A” concrete, or pre cast concrete may be used to construct catch basins.
= HHHHHHHHHHH[HHHH NOTE: Concrete walls are to be 6” thick & the floor 6” of 3000 PSI concrete. NOTE:
* ”
. _ _ A " 24" R.C.P. AND UP USE
| | ASTM CLASS; A48-60CL-30 Brick walls are to be 8” thick & the floor 6” of 3000 PS| concrete. SIPE. DIAMETER
] ] 1. CODE NO. CH-BN-2001 TYPE "C” Steps required where depth exceeds 4'—0". PLUS 10”
|| || (DEWEY BROS. INC.; GOLDSBORO, N.C.)
- - 2. CODE NO. CATALOGUE NO. CH—-S-6
A (SUMTER MACHINERY CO. INC; SUMTER,
SOUTH CAROLINA)
MATERIAL=GRAY C.I.
3. USE DIRECTIONAL GRATES WHEN CATCH BASIN DETAILS
DIRECTED
STORM DRAIN GRATE
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BASINS TO BE PRECAST CONCRETE

MEETING NC DOT SPECIFICATIONS

CURB & GUTTER INLET DETAIL
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REVISED PLANS TO SHOW ASPHALT CHANGES AND REMOVE LIBRARY | JTP
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| HEREBY CERTIFY THAT THIS
PLAN AND SPECIFICATION
WAS PREPARED BY ME OR
UNDER MY DIRECT
SUPERVISION AND THAT | AM
A DULY REGISTERED
ARCHITECT OR ENGINEER
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STATE OF NORTH CAROLINA
AS SIGNIFIED BY MY HAND
AND SEAL.
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COMPACTED GRANULAR BEDDING
LOAD FACTOR 1.9

STANDARD BEDDING DETAILS

COMPACTED GRANULAR
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